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Technical data
Dimensions see figure, WxHxD 35x70x15 mm

Housing Plastic

Attachment Two-hole fastening, spacing 25 mm

Type of protection IP 67

Switch 
→ 8441 01

Function 1 changeover contact

Switching voltage max. AC/DC 400 V

Switching current max. 1.0 A

Switching rating max. 60 W/VA

Switching time 4 ms

Hysteresis without load > 109 switchovers with 
load > 108 switchovers 

Resistance to vibration max. 35 g at 50 - 500 Hz

Shock resistance max. 50 g, 11 ms, half-sine

Ambient temperature -40°C to +70°C

Supply cable Cable skein 3 x 0.75 mm² (mould-
ed), L = 5 m

Magnet 
→ 8441 02

Air gap max. 13 mm

Accessories:

Fastening parts on request 

Ordering information
Type Part No.

8441 01 120100

8441 02 120200

Installation set 
9091 01

 
120300

 

Non-contact magnetic switch
Type 8441

Description

The type 8441 non-contact 

magnetic switch is suitable for 

the monitoring of the position 

of moving parts. In this way the 

limit positions of rod-driven 

switches, doors, windows, cabi-

nets and the like can be moni-

tored and reported.

The switch is hermetically 

sealed and can be used outdoors. 

No auxiliary power is needed for 

its operation.

The magnetic switch consists 

of an inert gas contact that is 

encapsulated  in a plastic hous-

ing and an actuating magnet 

that is likewise encapsulated in 

a plastic housing. The inert gas 

contact (changeover contact) 

is actuated when the magnet 

passes by the switch housing.

The switch is permanently 

actuated if the switch housing 

is installed opposite the mag-

net (max. clearance 13 mm). 

The contact  switches back if 

the magnet or the switch are 

removed. In this way the open-

ing of a door and the leaving 

of a limit position or a specified 

position can be monitored.

Fastening angle brackets 

and installation material avail-

able on request. There is a 

complete installation set, type 

909101, available  for rod-driven 

switches.
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Magnetic switch Actuation magnet

Other lengths on re-

quest

Changeover contract magnetic switch
Not actuated  
(magnet removed)

Actuated 

brown brown 

black black 

blue blue 


