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Control Unit 
Type 8515  with electronic engine monitoring

Description
The control unit 8515 is used for 

the power supply, remote control, 
function monitoring and switch posi-
tion reporting of switch drive motors 
according to the 3/4-wire principle in 
standard design.

Two inputs for 24 V DC are 
available for control using a remote 
control system.

The control unit is connected 
directly to the supply voltage of the 
drive, switch, etc. (the built-in fuse 
must be selected accordingly). The 
remote switch drive or its connecting 
cables are connected to the control 
unit (terminals 1 to 4). The function 
monitoring and the position report-
ing takes place without additional 
limit switches through the motor 
winding.

The drive can be switched on and 
off using the “On” and “Off” buttons. 
The correct function, reaching the 
end position, is indicated by means 
of light emitting diodes (LED). Please 
specify the desired LED color when 
ordering. (Standard delivery: red = 
on; green = off)

A potential-free contact is avail-
able for each transmission. (Termi-
nals 11/12/13 for “On”, Terminals 
14/15/16 for “Off”.)

For remote control, an “on” con-
trol pulse (+ or -) can be applied to 
terminal 18 and an “off” control pulse 
(+ or -) to terminal 19. The reference 
potential (M) is to be connected to 
terminal 20 for both inputs. Two 
built-in relays convert the control 
pulse (> 100 ms) into the switching 
command “On” or “Off” in an isolated 
manner.

The distance between the control 
unit and the drive, switch etc. is 
determined by the voltage drop per-
missible for the part to be controlled, 
not by the control unit.

Special designs on request.

Technical data
with electronic
Engine monitoring

Dimensions B/H/T 100/70/115 mm

Housing ABS/Polystyrol

Fastening 2 clamps or mounting on a 35mm-
rail in accordance to EN 50022

Safety category Housing IP 40; Terminals IP 10

Ambient temperature -20°C bis +60°C

Fuse / breaker as required (standard = 6.3A)

Command buttons 2 (for “On” and “Off”)

Contact connection max. AC 250V, 5.0A

Indicators 2 light-emitting diodes
Colours: red, yellow, green or to
customer’s specification
(standard: “On” = red, “Off” = 
green)
1 zero-potential switch contact
for “On”, 1 for “Off”
U ≤ AC 250V; I ≤ 2A; P ≤ 500 VA

Remote control con-
nections

Consumption approx. 250 mW

Voltage DC 24V

Test voltage Field side against indicator contact
and Field side against control side
4 kVeff (1 minute)

Ordering Information
Type Order No.

8515 310213
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